Dormer Pramet Authorized Distributor

CUTTING TOOL SPECIALISTS

CONTACT US TO PLACE AN ORDER

1-800-875-6697

RMEINC@rmepvd.com

www.rmepvd.com

BLUE SHARK

FOR STAINLESS STEELS

¢ SURFACE TREATMENT
Super-B (TiAIN + WC/C) coating
with an additional edge treatment.
¢ FLUTE GEOMETRY

Available in spiral point for through
holes and spiral flute (40° angle)
for blind holes.

* BACK TAPERED

The back taper on the E812, E912,
E628 and E768 spiral flute Blue
Shark facilitates chip evacuation,
reducing chipping on the last
threads of the taps and also
reducing torque when the tap
reverses.

FOR STRUCTURAL, PLAIN
CARBON
& LOW ALLOY STEELS

il
YELLOW SHARK

o SURFACE TREATMENT
TiAIN-Top coating with an
additional edge treatment.

* FLUTE GEOMETRY
Available in spiral point for
through holes and spiral flute
(40° angle) for blind holes. Special
flute geometry on Yellow Shark
spiral flute taps prevents nest
formation of chips, reducing
the risk of re-cutting chips on
reversal.
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FOR HIGH STRENGTH
STEELS

e SURFACE TREATMENT
TiAIN-Top coating with an
additional edge treatment.

¢ FLUTE GEOMETRY
Spiral point or low helix spiral
flute geometries with low rake
angle for good chip control and
edge strength.

e CUTTING GEOMETRY
(SPIRAL FLUTE TAPS)
The special three-radii profile
with a constant rake angle
along the flute length leads to
better control and prevents
nest formation of chips.

e TAPPING ATTACHMENT
(RECOMMENDATION)
When using Black Shark taps,
it is recommended to use
synchronized (rigid) tapping.

FEATURES AND BENEFITS

RED SHARK

FOR ALLOY STEELS

e SURFACE TREATMENT
TiAIN-Top coating with an
additional edge treatment.

e FLUTE GEOMETRY
Available in spiral point for through
holes and spiral flute (45° angle) for
blind holes. Special flute geometry
on Red Shark spiral flute taps
prevents nest formation of chips,
reducing the risk of re-cutting chips
on reversal.

e BACK TAPERED
The back taper on spiral flute
Red Shark further facilitates chip
evacuation, reducing chipping on
the last threads of
the taps and also reducing torque
when the tap reverses.

e TOOL HOLDING Recommendation
When using spiral flute Red Shark
taps, it is recommended to use a
tool holder with minimal float or
soft start.
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WHITE SHARK

e SURFACE TREATMENT
TiAIN-Top coating.

¢ FLUTE GEOMETRY
Straight flute design gives excellent
performance when threading both
through and blind holes in short
chipping materials.

¢ INTERNAL COOLANT WITH AXIAL
OUTLET
Reduces interruptions of the
production process by providing
optimum chip evacuation in both
horizontal and vertical blind hole
machining.

Internal coolant with axial
coolant outlet (White Shark
Form E taps only):

e Improved tool life

e Optimum chip evacuation
when threading short chipping
materials

e Extremely benefitial in
horizontal blind hole machining

COLOURRING CODING

THE COLOUR RING ON THE TOOL SHANK IDENTIFIES
SUITABILITY FOR SPECIFIC MATERIALS AND ENABLES
QUICK AND EASY TOOL SELECTION.

ADVANCED GEOMETRY

REDUCTION IN AXIAL FORCES AND TORQUE COMPARED
TO CONVENTIONAL TAPS. THIS ENSURES PROBLEM-FREE
THREADING OF BLIND AND THROUGH HOLES IN THE
SELECTED MATERIAL.

DIN/ANSI STANDARD

STANDARD ANSI SHANK AND SQUARE WITH DIN OVERALL
LENGTH, FOR EXTRA REACH AND COMPATABILITY WITH
INCH STANDARD TAP HOLDING.

EDGE TREATMENT (RED, YELLOW,BLUE SHARK)

SPIRAL FLUTE TAPS INCORPORATE A SPECIAL EDGE
TREATMENT TO INCREASE STRENGTH AND REDUCE
MICRO-CHIPPING IMPROVING PERFORMANCE AND TOOL
LIFE.

PURCHASE THREE SHARK TAPS OF ANY STYLE/SIZE AND GET A FOURTH OF EQUAL OR LESSER VALUE FREE

cONTACT THE TEAM AT [RIMIIE FOR QUOTE!



YELLOW SHARK
SPIRAL POINT SPIRAL FLUTE
UNC UNF I E809 | E909 UNC | UNF I ES08 | E908

4 40 | 7350469 — 4 40 7350510 —

6 32 7350470 — 6 32 (7350511 —

8 32 7350471 — 8 32 (7350512 —

10 24 7350472 — 10 24 7350513 —
10 32 — | 7350482 10 32 — 7350523

1/4 20 7350473 — 1/4 20 7350514 —
1/4 28 — | 7350483 1/4 28 — 7350524

5/16 18 | 7350474 — 5/16 18 |7350515| —
5/16 24 — | 7350484 5/16 24 — | 7350525

3/8 16 7350475 — 3/8 16 |7350516| —
3/8 24 — | 7350485 3/8 24 — | 7350526

7/16 14 7350476 | — 7/16 14 |7350517| —
7/16 20 — | 7350486 7/16 20 — 7350527

12 13 7350477 | — 1/2 13 |7350518| —
12 20 — | 7350487 12 20 — 7350528

5/8 11 7350478 | — 5/8 11 |7350519| —
5/8 18 — | 7350488 5/8 18 — 7350529

3/4 10 7350479 | — 3/4 10 |7350520| —
3/4 16 — 7350489 3/4 16 — 7350530

7/8 9 | 7350480 — 7/8 9 |7350521 —
7/8 14 — | 7350490 7/8 14 — 7350531

1 8 |7350481 — 1 8  |7350522| —
1" 12 — | 7350491 1 12 — | 7350532

SPIRAL POINT SPIRAL FLUTE
UNC UNF TPI E811 E911 UNC UNF TPI E810 E910
4 40 7350391 — 4 40 7350430 —
6 32 7350392 — 6 32 7350431 —
8 32 7350393 — 8 32 7350432 —
10 24 7350394 — 10 24 7350433 —
10 32 — 7350404 10 32 — 7350443
1/4 20 7350395 — 1/4 20 7350434 —
1/4 28 — 7350405 1/4 28 — 7350444
5/16 18 7350396 — 5/16 18 7350435 —
5/16 24 —_ 7350406 5/16 24 — 7350445
3/8 16 7350397 — 3/8 16 7350436 —
3/8 24 — 7350407 3/8 24 — 7350446
7/16 14 7350398 — 7/16 14 7350437 —
7/16 20 — 7350408 7/16 20 —_ 7350447
1/2 13 7350399 — 1/2 13 7350438 —
1/2 20 — 7350409 1/2 20 —_ 7350448
5/8 11 7350400 — 5/8 11 7350439 —
5/8 18 —_ 7350410 5/8 18 — 7350449
3/4 10 7350401 — 3/4 10 7350440 —
3/4 16 —_ 7350411 3/4 16 — 7350450
7/8 9 7350402 — 7/8 9 7350441 —
7/8 14 —_ 7350412 7/8 14 — 7350451
1“ 8 7350403 — 1“ 8 7350442 —
1" 12 —_ 7350413 1" 12 - 7350452
WHITE SHARK |
STRAIGHT FLUTE
UNC UNF TPI E814 E815 E914 E915
10 32 — — 7350222 —
1/4 20 7350203 7350231 — —
1/4 28 — — 7350223 —
1/4 28 — — — 7350240
5/16 18 7350204 - - -
5/16 18 — 7350232 — —
5/16 24 — — 7350224 —
5/16 24 — — — 7350241
3/8 16 7350205 7350233 — —
3/8 24 — — 7350225 7350242
7/16 14 7350206 7350234 - -
7/16 20 — — 7350226 7350243
1/2 13 7350207 7350235 — —
1/2 20 — — 7350227 7350244
5/8 11 7350208 7350236 — —
5/8 18 — — 7350228 7350245
3/4 10 7350209 7350237 - —
3/4 16 — — 7350229 —
3/4 16 — — — 7350246
7/8 9 7350220 7350238 — —
7/8 14 — — 7350230 7350247
1“ 8 7350221 7350239 — —
1" 12 — — - 7350248

® £E815/E915 Coolant, E style bottoming (1.5-2 threads chamfer)
® £814/E914 Solid, C style semi-bottoming (2-3 threads chamfer)
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SPIRAL POINT SPIRAL FLUTE
UNC UNF TPI E813 E913 UNC UNF TP E812 E912
4 40 | 7350278 - 4 40 7350335 —
6 32 7350279 = 6 32 |735033| —
8 327350280 - 8 32 7350337 —
10 24 17350281 = 10 24 17350338 —
10 32 - 7350299 10 32 — | 7350356
1/4 20 | 7350282 = 1/4 20 7350339 —
1/4 20 7350283 - 1/4 20 7350340 —
1/4 28 — | 7350300 1/4 28 — | 7350357
1/4 28 - 7350301 1/4 28 — | 7350358
5/16 18 | 7350284 | — 5/16 18 17350341, —
5/16 18 | 7350285 - 5/16 18 7350342 —
5/16 24 — | 7350302 5/16 24 — | 7350359
5/16 24 — | 7350303 5/16 24 — | 7350360
3/8 16 | 7350287 = 3/8 16 7350343 —
3/8 16 | 7350286 - 3/8 16 7350344 —
3/8 24 — | 7350304 3/8 24 — | 7350361
3/8 24 — | 7350305 3/8 24 — 7350362
7/16 14 7350288 = 7/16 14 7350345 —
7/16 20 — | 7350306 7/16 20 — 7350363
1/2 13 | 7350289 = 1/2 13 7350346 —
1/2 13 | 7350290 - 1/2 13 7350347 —
1/2 20 — | 7350307 1/2 20 — | 7350364
1/2 20 — | 7350308 1/2 20 — | 7350365
5/8 11 7350291 = 5/8 11 7350348 —
5/8 11 7350292 - 5/8 11 7350349 —
5/8 18 — | 7350309 5/8 18 — | 7350366
5/8 18 — | 7350310 5/8 18 — | 7350367
3/4 10 | 7350293 = 3/4 10 7350350 —
3/4 10 | 7350294 - 3/4 10 7350351 —
3/4 16 — | 7350311 3/4 16 — | 7350368
3/4 16 — | 7350312 3/4 16 — | 7350369
7/8 9 7350295 = 7/8 9 7350352 | —
/8 9 7350296 - 7/8 9 7350353 | —
7/8 14 — | 7350313 7/8 14 — | 7350370
/8 14 — | 7350314 /8 14 — 7350371
1" 8 7350297 = 1 8 7350354 | —
1" 8 7350298 - 1 8 7350355 | —
1" 12 — | 7350315 1 12 — | 7350372
1" 12 — | 7350316 1 12 — 7350373

BLACK SHARK

SPIRAL POINT SPIRAL FLUTE
UNC | UNF I E816 E916 UNC | UNF I E805 | E905

4 40 |7812046) — 4 40 7812126 —

6 32 |7812047, — 6 32 (7812127 —

8 32 (7812048 — 8 32 |7812128) —

10 24 7812049 — 10 2 (7812129 —
10 2 — | 7812107 10 2 - |7812137

1/4 20 7812100/ — 1/4 20 |7812130) —
1/4 28 — | 7812108 1/4 28 — | 7812138

5/16 18 |7812101, — 5/16 18 |7812131) —
5/16 24 — | 7812109 5/16 24 — 7812139

3/8 16 |7812102, — 3/8 16 7812132 —
3/8 24 — | 7812110 3/8 24 — | 7812140

7/16 14 |7812103 — 7/16 147812133 —
/16 20 — | 7812111 7/16 20 — | 7812140

1/2 13 |7812104, — 1/2 137812134 —
1/2 20 — | 7812112 12 20 — | 7812142

5/8 11 |7812105 — 5/8 117812135, —
5/8 18 — | 7812113 5/8 18 — | 7812143

3/4 10 |7812106 — 3/4 10 7812136 —
3/4 16 — | 7812124 3/4 16 — | 7812143

*Metric Sizes also Available*

RMEINC@RMEPVD.COM

1-800-875-6697

CONTACT USTO PLACE AN ORDER
WWW.RMEPVD.COM
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